ISDN(Cat.3) Unshielded Patch Panel,
25/50-Port, 1U

**TYPICAL SPECIFICATIONS**

The Cat.3 / ISDN telephone patch panel is a high-density telecommunication panel with 25 and 50 Standard RJ-45 Jacks. Print circuit board together with high quality components ensures the Cat.3 performance. All ports are numbered. It offers a simple and economical way to connect the telephone system or the telephone backbone. The panel is available in 1U height.

**FEATURES**

- Meeting the ANSI/TIA-568-C.2 Category 3, ISO/IEC11801 and EN50173-1 specification.
- Supports T568 A&B wiring & easy installation.
- IDC connector can accept 23-26 AWG solid and stranded cables.
- Industry standard tools like (110 or Krone punch down tools).
- Wire manage hole for easy to manage wires with cable ties.
- RoHs Compliant

**APPLICATIONS**

- 10BASE-TX Ethernet
- Voice, Video and other applications.

**ELECTRICAL SPECIFICATIONS**

- Dielectric Strength: 1000V RMS for 1min
- Insulation Resistance: 10MΩ min
- Contact Resistance: 2mΩ per contact
- Temperature Range: -10°C to 60°C max
- Humidity: 10%-65%

**DIMENSIONS**

Unit:mm

5 port per PCB/ total 25 port
PHYSICAL SPECIFICATIONS

- IDC Contact: 0.8mm thickness Phosphor Bronze, tin plating over nickel
- Jack Operating life: minimum 750 insertions
- High impact plastic housing, UL 94V-0
- Jack Contact: Phosphor Bronze, 50µinch thickness gold plated over nickel

PERFORMANCE

ORDER INFORMATION

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>YPPS-VUVX-5/25</td>
<td>ISDN(Cat.3) Unshielded Patch Panel, 25-port, 1U</td>
</tr>
<tr>
<td>YPPS-VUVX-10/50</td>
<td>ISDN(Cat.3) Unshielded Patch Panel, 50-port, 1U</td>
</tr>
</tbody>
</table>

* X: IDC Type  D: Dual Type  K: Krone Type  T: 110 Type

other colors depend on customers' request.

*Although YFC-BonEagle has taken precautions to ensure the accuracy of the product specifications at the time of publication, however, we cannot be responsible for the errors, omissions, or changes due to obsolescence. All data contained herein is subject to change without notice.